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1. Carriage robot system and its controlling method - Patent 
20060106497 

A carrier robot system and a control method for a carrier robot 
enabling teaching ... system of the camera and coordinate system of the 
carrier robot is ... 

www.freepatentsonline.com/y2006/0106497.html - Similar pages 

2. [PDF] Hazardous Materials Robot 



1. Robot Control 

Robot $3,995 3 Axes 200mm Sq Area 
Limited Until 31st July 2008 



2. Student Robotics Kit $: 



File Format: PDF/Adobe Acrobat - View as HTML 

Firing circuits must control coupling and. uncoupling of trailer hitch 

The ability to have a 'carrier robot' that can quickly ... 
www.jointrobotics.com/Dec05/Tab%20S%20-%20Melton.pdf 
- Similar pages 

3. ROBHAZ-Rescue : Rough-Terrain Negotiable Teleoperated Mobile 
Robot „. 



driving on irregular ground. A pan-tilt camera which, monitors the 
surroundings of the remote area is used for. remote control. Water-(for 
15cm depth), ... 

ieeexplore.ieee.org/iel5/10042/32217/01501248.pdf?arnumber=1501248 
- Similar pages 

by S Kang - 2005 - Cited by 4 - Related articles 



3. Axon Microcontroller 
$130, 16 ADC, 8kb RAM, 64kb 
3 UART, USB, I2C, SPI, 16MHz 
societyofrobots.com/axon 

4. Robot Motor Control 

DC Motor control from 2A - 160A 
Industrial, Research, Hobby 



4. Library apparatus and cartridge therefor - US Patent 7277247 



The CCD camera 41 includes a CCD 42 and an optical lens 43 coupled to the CCD .... 
The controller 36 operates to allow the claws 35a of the carrier robot 29 ... 

www.patentstorm.us/patents/7277247-description.html - Similar pages 

5. Science Links Japan | Papers of Technical Meeting on Industrial „. 

Extracting Schime of Operator's Skills and its Application for Carrier Robot Systems. 
Lyapunov Recursive Design of Model Following Control with L2-Gain ... 
sciencelinks.jp/j-east/journal/P/X0577A/1 999. php - 17k - Cached - Similar pages 

6. (WO/2000/011935) A METHOD AND AN APPARATUS FOR LOCATING THE TEATS 



i controller - Google Search 



The unit 25 processes the image information from the camera 22 and supplies image 
position information to the unit 24 which provides control information at ... 

www.wipo.int/pctdb/en/wo.jsp? 

IA=WO2000011935&wo=2000011935&DISPLAY=DESC-39k 
- Cached - Similar pages 
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61 , 54, Design and Develop Wireless Camera controller, Control and etc in order 

to complete a task as an Autonomous Carrier Robot for Robocon. ... 
www.utem.edu.my/fke/Resources/PSM2pdf_BEKU4983/PSM1/PSM_1_Project's_Title 
(1).xls - Similar pages 

8. Development of New and Novel Low Cost Robot Inspection - Methods _ . 

Other control capabilities include on-screen controls of the pan-tilt camera and 
lightning intensity unit. All these features are implemented also on ... 
www.twi.co.uk/content/rimini_final_paper.html - Similar pages 

9. Hirose Fukushima Lab 

... Kinematic Control of Active Cord Mechanism with Tactile Sensors, Proc TAQT 

Carrier: A Practical Terain-Adaptive Quadru-Track Carrier Robot, Proc. ... 
www-robot.mes.titech.ac.jp/research/proceeding_i.html - 44k - Cached - Similar pages 

10. Development of a Cleaning Robot System with Cooperative „. 

A practical terrain-adaptive quadru-track carrier robot. In Proc. ... sensors and control 
of novel robotic systems. He was awarded more ... 
www.springerlink.com/index/X0QR6614212047L3.pdf - Similar pages 
by R Kurazume - 2000 - Cited by 10 - Related articles - All 3 versions 
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